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Supreme 
PREMIUM GLOSS ENAMEL

Thinner : Sadee World Thinner ST – 2 (For best results, 

consume the diluted paint within 24 hrs)

Mohair Roller / Spray / BrushApplication By : 

Over a well primed surface, apply 2–3 coats Finishing System: 

of SUPREME ENAMEL Drying 

Touch Dry: 2 Hrs. | Overcoating: 6–8 HrsTheoretical Time : 

180–230 Sq.ft/Ltr/Coat(As film formation depends upon Coverage : 

several factors, we advise to confirm the coverage by actual 

application over desired surface)

Shake Contents Well Before Use.

DIRECTIONS FOR USE
Ideal for Substrates : 

Mild Steel, Int. Wood, Int. Cement Plaster and Concrete

Ensure that the surface to be painted Surface Preparation : 

is dry, in sound condition and is free from loose paint, oil, 

grease, contaminants, moisture, rust, dust, algae, water etc. 

Follow the appropriate method of surface preparation as per 

the Product Data Sheet of primers and prime the surface with 

appropriate primer.

 Recommended Primer For :

 Sadee World Ind. Metal Primer Red OxideMetal :

 Sadee World Wood Primer Wood :

Cement Plaster, Concrete: Sadee World Cement Primer

1 Ltr.
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